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Recessed frame MF-150, MF-151, MF-153, MF-159

Recessed frame MF-166

Recessed frame MF-168

*Mat shown with square nosing

CUSTOMER P.O. #

CLIPPER®  Close Weave Vinyl Link Mat  (AL-109)

Framing wire



Scrape Exterior Good
Galvanized Interior Wet: Excellent No carts
         spring wire

Testing in accordance with NFPA 253 (ASTM E 648):
Class I Critical Radiant Flux 0.45 - 0.54 watts/cm 2

Features: Finishes:
• Mats available with mosaic logo (additional cost) • Vinyl links
• Flammability: Class 1 (ASTM E-648 and NFPA)    Manufacturer's standard colors
• Static Coefficient of friction (ASTM D-2047-82)    Custom colors available

Dry: 0.67 Wet: 0.89 • Framing wire - spring steel
• Weight:    or (stainless steel - additional cost)

2.5 pounds per sq./ft.

NOTE ON DIMENSIONS:
American Floor Products Company, Inc. requires that exact mat opening dimensions be provided.
Mats will be fabricated 1/4" (6 mm) smaller in the left to right dimensions to allow for proper fit.

JOB NAME:

JOB NUMBER: Type of Frame & Finish:

CONTRACTOR: Bevel or Square Edge:

ARCHITECT: Logo: Yes No

DEALER NAME: Background Color:

APPROVED BY: Date: Logo Color:

DIMENSIONS

CLIPPER®  Close Weave Vinyl Link Mat  (AL-109)

Durability
Vinyl PVC

Material Function Location Traction

A x B

Traffic

PLEASE SPECIFYITEMS

Dry: Excellent
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